Fabricated & Documented
to be RoHS Compliant

WEIGHT 350 LBS (158.6 KG)
ELECTRICAL UNIVERSAL INPUT, 100V TO 240 VAC, 50/60 Hz
PACKAGING: 4.0 LBS (1.81 KG)
AIR FEED 5 CFM@80 80 PSI (144 LPM@ 5.5 BAR)
PASS-THROUGH UP TO 5 INCHES (12.7 CM)

SPECIFICATIONS - AB500
WEIGHT 350 LBS (158.6 KG)
ELECTRICAL UNIVERSAL INPUT, 100V TO 240 VAC, 50/60 Hz
PACKAGING: 4.0 LBS (1.81 KG)
AIR FEED 5 CFM@80 80 PSI (144 LPM@ 5.5 BAR)
PASS-THROUGH UP TO 5 INCHES (12.7 CM)

Fabricated & Documented
to be RoHS Compliant

SPECIFICATIONS - AB500
WEIGHT 350 LBS (158.6 KG)
ELECTRICAL UNIVERSAL INPUT, 100V TO 240 VAC, 50/60 Hz
PACKAGING: 4.0 LBS (1.81 KG)
AIR FEED 5 CFM@80 80 PSI (144 LPM@ 5.5 BAR)
PASS-THROUGH UP TO 5 INCHES (12.7 CM)

Fabricated & Documented
to be RoHS Compliant

SPECIFICATIONS - AB500
WEIGHT 350 LBS (158.6 KG)
ELECTRICAL UNIVERSAL INPUT, 100V TO 240 VAC, 50/60 Hz
PACKAGING: 4.0 LBS (1.81 KG)
AIR FEED 5 CFM@80 80 PSI (144 LPM@ 5.5 BAR)
PASS-THROUGH UP TO 5 INCHES (12.7 CM)