**SPECIFICATIONS**

<table>
<thead>
<tr>
<th>Dimensions</th>
<th>480 L x 460 W x 460 D</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Electrical</strong></td>
<td>Universal Input, 100V to 240V AC, 50/60 Hz</td>
</tr>
<tr>
<td><strong>Power Consumption</strong></td>
<td>1800W (VA) Max</td>
</tr>
<tr>
<td><strong>Air Feed</strong></td>
<td>5 CFM/80 PSI of Clean, Dry Air</td>
</tr>
<tr>
<td><strong>Pass-Through</strong></td>
<td>Up to 6 inches (152 mm)</td>
</tr>
<tr>
<td><strong>Bag Thickness</strong></td>
<td>1.09 - 4.0 mil</td>
</tr>
<tr>
<td><strong>Bag Sizes</strong></td>
<td>Width: 4 to 16 inches (102 to 406 mm) / Length: 5.5 to 27 inches (140 to 686 mm)</td>
</tr>
<tr>
<td><strong>Weight Capacity</strong></td>
<td>Up to 5 lbs (2.3 kg) (with load shelf)</td>
</tr>
</tbody>
</table>

**Notes:**
- ADJUSTABLE FOOTPRINT, AB600
- DRAWING SIZE: SCALE 1/4
- DRAWING NO.: SHEET 1 OF 1
- REV: B
- NAME: DMF
- DATE: 4-1-19

**To be RoHS Compliant**
- No intentional lead-based solders or fluxes used during the manufacturing process.
- All components and materials are compliant with the Restriction of Hazardous Substances Directive (RoHS).

**Electrical**
- UNIVERSAL INPUT, 100V to 240V VAC, 50/60 Hz

**Power Consumption:**
- 1800W (VA) MAX

**Air Feed:**
- 5 CFM/80 PSI OF CLEAN, DRY AIR

**Pass-Through:**
- Up to 6 inches (152 mm)

**Bag Thickness:**
- 1.09 - 4.0 MIL

**Bag Sizes:**
- Width: 4 to 16 inches (102 to 406 mm) / Length: 5.5 to 27 inches (140 to 686 mm)

**Weight Capacity:**
- Up to 5 lbs (2.3 kg) (with load shelf)

**Machine Height Adjustment:**
- SCREWS

**Electrical Connection:**
- CONNECTION

**Pneumatic Connection:**
- CONNECTION

**Jog Button:**
- OPEN/CLOSE
- LATCH
- CYCLE START
- E-STOP
- CYCLE RESET
- NIP

**Electrical & Pneumatic Connection:**
- CONNECTION

**Machine Height Adjustment:**
- SCREWS