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MACHINE SURFACES TO BE 125     UNLESS OTHERWISE NOTED
PART MUST BE FREE OF BURRS AND SHARP EDGES

ALL DIMENSIONS IN INCHES UNLESS OTHERWISE NOTED

TOLERANCE +/- 1/32 ON FRACTIONAL DIMENSIONS
+/- .010 ON TWO PLACE DECIMAL DIMENSIONS
+/- .005 ON THREE PLACE DECIMAL DIMENSIONS

NOTICE: THIS DOCUMENT CONTAINS PROPRIE TARY INFORMATION
AND IT SHALL NOT BE USED OR REPRODUCED OR ITS CONTENT
DISCLOSED, IN WHOLE OR PART, WITHOUT T HE PRIOR WRITTEN
CONSENT OF AUTOMATED PACKAGING SYSTEMS INC.
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          PS114
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 CS115-P

    2B MILL   #3 BRUSH      PS110

MINIMUM BEND RADIUS UNLESS OTHERWISE SPECIFIED

Fabricated & Documented
to be RoHS Compliant

150-3/8
[381,9]

BASE SPRINT

36-9/16
[92,8]
TOP OF
LOADER

63-3/8
[161]

34-15/16
[88,7]

151-17/32
[384,9]

W/ SUPPORT CONVEYOR

46-27/32
[118,9]

22-5/8
[57,5]

CONVEYOR EXIT

-32-3/818-3/8
-82,246,7[ ]

5-29/32
[15]

58
[147,3]

LOAD TRAY

57-1/2 LOAD AREA
[146]

7
[17,8]

32-29/32
[83,6]

SEALER EXIT

AFP210
FAS SPRINT 2009

W/ OPTIONS

N/A09-09-093/32 LDC

FAS SPRINT 2009Concept
N/A

TECHNICAL SPECIFICATIONS:
- WEIGHT: 1134 lbs [514 kg]
- ELECTRICAL: 100/115/200/230 VAC @ 50/60 Hz
- AIR: 1 CFM @ 80 PSI [28 litre/min @ .55 MPA] (CLEAN, DRY AIR)
- PRODUCT PASS THROUGH: 6" [15,2 cm]
- PRODUCT WEIGHT CAPACITY: UP TO 15 lbs [6,8 kg] W/ SUPPORT CONVEYOR

INCH [CM]
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